Pagina 3 de 4

INTERNATIONAL @ PAPER oty

13:58:27

Versdo: 1.0

Caracteristicas Técnicas

TO : RIO BRANCO

ATT. : Controle de Qualidade

DATE : 17/11/2017 Papel Alcalino
Minimo Meta Maximo

Alvura Feltro (S/F) ISO 96,0 98,0 ISO-2470 C

Aspereza Bendtsen F mL/min 170,0 255,0 340,0 1S0-8791 C

Aspereza Bendtsen T mL/min 80,0 140,0 200,0 1S0-8791 C

Brancura Feltro D65 10° 156,0 158,0 161,0 I1SO-11475 C

Espessura mm 0,092 0,097 0,102 ISO-534 C

Gramatura g/m? 72,0 75,0 78,0 1S0O-536 C

Opacidade (ISO) % 86,0 90,0 ISO-2471 C

Porosidade Gurley s/100cc 7,0 10,0 14,0 TAPPI-460 C

Rigidez Longit. MD gf.cm 1,890 2,100 ISO-2493 C

Rigidez Transv. CD gf.cm 0,8 1,0 ISO-2493 C

Umidade % 3,9 4.4 4,9 [SO-287 C

Atenciosamente

EDER JUNIOR BARROSO

Controle de Qualidade
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